
Certificates:

VestaEco FILL

Perfect for filling prefabricated elements of frame constructions 
as well as filling of expansion gaps. When used as filling of internal 
doors assures the lightness and greatly increases their acoustic pa-
rameters.

Healthy, eco-friendly material based on natural resources

Provides perfect insulation against airbourne sounds

Does not absorb water

Eco-friendly production process, thanks to the use of innovative, patented  DefibraTech 1.0 technology 

Universal insulation board used for filling. 

Advantages of the product:



VestaEco FILL  
VestaEco FILL
VestaEco FILL

800x1200
800x1200
800x1200

16
18
20

150
133
120

144,0
127,7
115,2

2,88
3,24
3,60

415
414
415

VestaEco FILL
VestaEco FILL
VestaEco FILL

1200x2400
1200x2400
1200x2400

16
18
20

75
67
60

216,0
193,0
172,8

622
625
622

2,88
3,24
3,60

Density						      Approx. 180 kg/m3
Thermal conductivity coefficient λ λ			   0,048 W/(m*K)
Thermal capacity C 					     2100 J/(kg*K)		
Diffusion resistance factor µ				    5
Short-term water absorption				    <1 kg/m2		
Compression strength					    60 kPa
Fire classification					     E
Components					     lignocellulosic fibres, cellulose fibres, PMDI resin
Material manufactured in compliance with the norm		  PN-EN 13171

AVAILABLE DIMENSIONS

TECHNICAL PARAMETERS

Parameter Value

Product name Dimensions (mm) Thickness (mm) Pieces / pallet m2 / pallet

Product name Dimensions (mm) Thickness (mm) Pieces / pallet m2 / pallet kg/m2 kg/pallet

kg/m2 kg/pallet
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